The ADMCS-10 instrument is a
small version of the AKUFVE
instrument to improve accuracy
and rapidity in the measuring
techniqgue of solvent extraction
distribution data.

The instrument is a dynamic-
mixer/centri-fugal-separator (mini-
AKUFVE) unit that consists of:

A dynamic mixer (about 150 cc)
with variable speed stirrer

The H-centrifuge (H-10, about 15
cc) with electric AC-motor drive
incl. variable frequency inverter

A flow system with regulating, di-
recting and sampling valves, heat
exchangers, flow meters and pres-
sure gauges

The dimensions of the ADMCS-10 unit
are, height 65 cm, width 32 cm, and
depth 40 cm.

The electrical requirement is Single
phase, 220/110 V, 50/60 Hz.

MEAB Product Info 06-2010
MEAB Metallextraktion AB , Datavagen 51, SE-43632 ASKIM, Sweden
+46 31 685414. Fax +46 31 685474. contact@meab-mx.se
www.meab-mx.se
MEAB ChemieTechnik GmbH , Dennewartstrasse 25, D-52068 AACHEN, Germany
+49 241 9631180. Fax +49 241 9631185. contact@meab-mx.com
www.meab-mx.com



On request, tailor-made designed units (e.g. forth e operation inside a glove-
box) are available.

An ADMCS-10 Unit or Glove-box Use
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